DOTD 03-22-0023

Rev. 10/07
STATE OF LOUISIANA
DEPARTMENT OF TRANSPORTATION AND DEVELOPMENT
MATERIALS & TESTING SECTION
5080 FLORIDA BLVD., BATON ROUGE, LA 70806
CERTIFICATE OF COMPLIANCE
FOR
FLY ASH
PROJECT NAME P. 0. NUMBER
PROJECT NUMBER . CONTRACTOR
CONCRETE PLANT . | PLANT LOCATION
PRODUCT
MFG. SOURCE 4 SUPPLIER
MANUFACTURER LOCATION CODE SUPPLIER LOCATION
FLY ASH INTENDED MODE OF VEHICLE SEAL DATE QUANTITY
CLASS USE SHIPPING NO. ' NO. SHIPPED Mg (tons)

Note: LA DOTD specifications require an alkali content of 1.5% or less.

The undersigned certifies that the fly ash in this shipment has been manufactured under strict quality control
and complies with the Louisiana Department of Transportation and Development specifications for the
intended use and class of fly ash indicated above.

This certificate is invalid unless signed by an authorized representative of the company.

COMPANY:

BY:
(Authorized Company Representative Signature)

—_—%J

Copies:
One copy shall accompany all shipments (rail, truck, or barge) of the above listed materials for each

project. One copy shall be mailed to the Materials Engineer Administrator, Louisiana Department of
Transportation and Development, 5080 Florida Blvd., Baton Rouge, LA 70806.

- ]
For DOTD Use:

Approved: Date:

Remarks:

Shipments will be accepted only when accompanied by this official DOTD certificate form.



